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available to any designated officer or 
employee of the Commission upon re-
quest in accordance with section 16(b) 
of the CPSA, 15 U.S.C. 2065(b). 

(b) Content of records. Records shall 
identify the operators tested and the 
production lot and describe the tests 
the operators were subjected to in suf-
ficient detail so the tests may be rep-
licated. Records shall also provide the 
results of the tests including the pre-
cise nature of any failures, and specific 
actions taken to address any failures. 

(c) Format for records. The records re-
quired to be maintained by this section 
may be in any appropriate form or for-
mat that clearly provides the required 
information.
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§ 1212.1 Scope, application, and effec-
tive date. 

This part 1212, a consumer product 
safety standard, prescribes require-

ments for multi-purpose lighters. 
These requirements are intended to 
make the multi-purpose lighters sub-
ject to the standard’s provisions resist-
ant to successful operation by children 
younger than 5 years of age. This 
standard applies to all multi-purpose 
lighters, as defined in § 1212.2, that are 
manufactured in the United States, or 
imported, on or after December 22, 2000.

§ 1212.2 Definitions. 
As used in this part 1212: 
(a)(1) Multi-purpose lighter, (also 

known as grill lighter, fireplace light-
er, utility lighter, micro-torch, or gas 
match, etc.) means: A hand-held, 
flame-producing product that operates 
on fuel, incorporates an ignition mech-
anism, and is used by consumers to ig-
nite items such as candles, fuel for fire-
places, charcoal or gas-fired grills, 
camp fires, camp stoves, lanterns, fuel-
fired appliances or devices, or pilot 
lights, or for uses such as soldering or 
brazing. Some multi-purpose lighters 
have a feature that allows for hands-
free operation. 

(2) The following products are not 
multi-purpose lighters: 

(i) Devices intended primarily for ig-
niting cigarettes, cigars, and pipes, 
whether or not such devices are subject 
to the requirements of the Safety 
Standard for Cigarette Lighters (16 
CFR part 1210). 

(ii) Devices containing more than 10 
oz. of fuel. 

(iii) Matches. 
(b) Successful operation means one sig-

nal of any duration from a surrogate 
multi-purpose lighter within either of 
the two 5-minute test periods specified 
in § 1212.4(f). 

(c)(1) Surrogate multi-purpose lighter 
means a device that 

(i) Approximates the appearance, 
size, shape, and weight of, and is iden-
tical in all other factors that affect 
child resistance (including operation 
and the force(s) required for operation), 
within reasonable manufacturing toler-
ances, to, a multi-purpose lighter in-
tended for use by consumers, 

(ii) Has no fuel, 
(iii) Does not produce a flame, and 
(iv) produces an audible, or audible 

and visual, signal that will be clearly 
discernible when the surrogate multi-
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